FIG. 1 





FIG. 2 




FIG. 3 



100 



102 



1 



MAP DATA 
(IMAGE DATA) 



I 



GPS MEASUREMENT DATA 
(LATITUDE -LONGITUDE DATA) 



CAPTURING IMAGE 
DATA OF ROAD 

MOVING PICTURE 
STILL PICTURE 



) 



OTHERS. 
RELATED DATA 



PLACE NAME DATA FOR SEARCHING. 
PLACE NAME 

ADDRESS \ 
INTERSECTION NAME. OTHERS ) 



( 



FIG. 4 




FIG. 5 



MEASUREMENT 
PROCESSING 



S1 



I 



START LIGHTING ROAD 

WITH UGHT 
FROM UGHT SOURCE 



S2 



MAKE VEHICLE TRAVEL 
WHILE MONITORING 
ROAD SURFACE 



I 



S3 

OBTAIN GPS 
MEASUREMENT DATA AND 
EXECUTE CORRECTION 



S4 STORE OBTAINED GPS 

MEASUREMENT DATA INTO 
STORAGE MEDIUM 



POST-PROCESSING OF 
STORED DATA 
/ INTEGRATION OF 
( INFORMATION FOR 
I SEARCHING AND IMAGE 
\ DATA. AND SO ON 



FIG. 6 



SI 1 



TRAVELING 
PROCESSING 



I 



DISPLAY MAP DATA OF 
CURRENT POSITION AND 
NEIGHBORHOOD THEREOF 
ON LIQUID CRYSTAL PANEL 



S12 



DISPLAY STORED 
TRAVELING ROUTE 
ON MAP 



S 1 3 MAKE VEHICLE TRAVEL 
SO AS TO CORRESPOND 
TO TRAVEUNG ROUTE 



( ) 



FIG. 7 



12 



40 



28 



GPS 
RECEIVER 



CORRECTION 
DATA 
RECEIVER 



14 



PC 



20 



16 



PLACE NAME 
SEARCHING 
SERVER 



24 



30 




7^ 



42 



